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1. INTERPRETATION 
1.1 Definitions 

CAD means computer assisted design. 

Gold Fields means, as applicable: 

a. Gold Fields Australia Pty Ltd (ABN 91 098 385 285); 
b. Agnew Gold Mining Company Pty Ltd (ABN 39 098 385 883); 
c. St Ives Gold Mining Company Pty Ltd (ABN 44 098 386 273); 
d. GSM Mining Company Pty Ltd (ABN 42 165 235 030); or 
e. Gruyere Management Pty Ltd (ABN 33 615 728 795). 

 
Material means the goods described in the request for repair quotation.  
 
OEM means original equipment manufacturer. 

2. PURPOSE 
The document establishes the minimum requirements for the assessment and repair of inventory 
materials owned by Gold Fields Australia, as stated in the request for repair quotation. 

3. ASSESSMENT 
3.1 Disassembly and Inspection 

Material shall be disassembled, and condition of components inspected including: 
• Measuring and recording dimensions.  
• Necessary testing as required to determine condition of components.  
• Comparison of findings against specifications and tolerances as per OEM or otherwise 

specified by Gold Fields Australia representative. 

3.2 Condition Report 

A condition report shall be prepared including:  
• Serial number of equipment and sub-components.  
• Summary of findings. 
• As-found details from disassembly and inspection.  
• Component condition with justification for components requiring replacement or repair. 
• Photographs ensuring a comprehensive visual representation of component condition.  
• Test results and reports. 

3.3 Quotation 

A quotation shall be prepared including the following:  
• Internal labour hours, labour hourly rate and total cost. 
• Cost of itemised replacement components and totals. 
• Testing and analysis requirements. 
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• 3rd party supplies, mark-ups, and total value. 
• Cost of new material (asset) for comparison. 
• Warranty terms and conditions for repairs to equipment including, period of warranty, warranty 

statement, warranty exclusions, 3rd party warranty details, purchaser’s obligations for 
warranty. 

4. REPAIR 
4.1 Replacement components 

There is no requirement for replacement components to be OEM, however items shall be 
dimensionally identical manufactured of equivalent, or superior material to and equivalent, or 
superior grade or otherwise specified in writting by a Gold Fields Australia representative. 

4.2 Component Remanufacture and Engineering  

If a component is to be remanufactured / reverse engineered or modified, it shall be approved in 
writting by a Gold Fields Australia representative.  In any circumstance the components shall be 
drawn in CAD or similar and recorded in Gold Fields Australia drawing library. Master Data material 
information should be updated accordingly. If material / design change isrecommended, it shall be 
assessed via the relevant site management of change process. 

4.3 Standards 

Material shall be repaired as per relevant applicable regulation/s or standards for material type and 
purpose. 

4.4 Reporting 

A assembly report shall be prepared including: 

• Component replacement or repair outcome. 
• Test results. 
• Photographs during assembly and completion. 
• As-left measurements and comparison to as-found measurements from original inspection. 
• Other attachments where applicable, examples include: 

○ Dimensional records 
○ MDRs  
○ NDT reports  
○ Balance certificate  
○ Alignment certificate 
○ Hardness test report 
○ Material analysis certificate  

• Recommendations relating to repair or operation of material. 
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5. PREPARATION FOR DELIVERY 
Prepare the material for delivery including: 

• Installation of nameplate in visible location including: 

○ Vendor / Company Name 
○ Vendor Job Number 
○ Date of Repair 
○ Gold Fields Material Number 
○ Gold Fields PO number  
○ Date of Repair 
○ Other useful information as necessary 

• Surface protection as necessary. 
• Packaged suitably for transport in outdoor weather conditions with necessary job information 

visible. 

6. PURCHASE ORDER TERMS AND CONDITIONS 
Gold Fields’ Purchase Order Terms and Conditions apply at placement of Purchase Order, this 
document is not a substite to those terms. 
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